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Welding in the World 
le Soudage dans le Monde 


Summaries Résumés 


Doc. IIS/ITW-801-84 (ex doc. VIII-1 168-84) Class B 
Formation of toxic substances in gas shielded arc welding 


by H. Press and W. Florian (Fed. Rep. of Germany). Summary of 
doc. VIII-879-80, VIII-880-80 and VIII-1080-83. 


Results of measurements of the concentration of toxic materials occurring in 
gas shielded arc welding 03, CO, NOx. 


These measurements have been carried out in a large chamber ensuring good 
accuracy and taking into account welding parameters on various materials 
(unalloyed steels, stainless steels, aluminium alloys). 


The study also deals with the efficiency of various types of shields and screens, 
with or without the application of local venting. 


Keywords 

Toxic materials; 
Gas shielded arc welding; 
Measurement; 
Unalloyed steels; 
Stainless steels; 
Aluminium alloys; 
Fumes; 

Nitrogen oxides; 
Ozone; 

Industrial hygiene; 
Screens 


Doc. IIS/ITW-802-84 (ex doc. [X-1240-82) (Rev. 4) Class B 
Cold cracking test methods using implants 


Methodology and various ways of interpreting the results of cold cracking 
implant tests, since its practical use on an international scale. 


Keywords 

Cold cracking; 
Weldability tests; 
Implant tests 
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Doc. IIS/IIW-801-84 (ex doc. VIII-1 168-84) Classe B 


Formation de substances toxiques lors du soudage 4 l’arc sous protection 
gazeuse 


par M. Press et W. Florian (Rép. Féd. d’Allemagne). Résumé des documents 
VIII-879-80, VIII-888-80 et VIII- 1080-83 


Résultats de mesures de la concentration de substances toxiques engendrées lors 
du soudage a I’arc sous protection gazeuse: 03, CO, NOx. 


Ces mesures ont été effectuées dans une chambre de grandes dimensions assurant 
une bonne précision, en prenant en compte les paramétres de soudage, sur divers 
matériaux (acier non allié, acier inoxydable, alliages aluminium). 


L’étude porte également sur l’efficacité de divers types de masques et d’écrans, 
avec ou sans aspiration locale. 
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Mesurage; 
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Acier inoxydable; 
Alliage d’aluminium 
Fumée 
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Hygiéne du travail; 
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Doc. I1S/ITW-802-84 (ex doc. IX-1240-82 (Rev. 4) Classe B 
Méthodes d’essais de fissuration 4 froid sur implants 


Méthodologie et modes d’interprétation des résultats de l’essai de fissuration 4 
froid sur implant, a partir de sa mise en oeuvre pratique sur le plan 
international. 


Mots-clés 
Fissuration a froid; 

Essai de soudabilité ; 
Essai sur implants 
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Doc. ITS/IIW-804-84 (ex doc. XII-1152a-83) Class B 
Fatigue cracking of splitter plates in pipe elbow 


Analysis of several cases of fatigue fractures occurring in austenistic stainless 
steel splitter plates fitted in elbows in piping systems of power plants. Analysis 
on a model of the amplitude and frequency of stresses due to the resonance 
phenomenon. 


Keywords 
Cracking; 
Fatigue fracture; 
Pipe bends; 
Pipework; 
Bower stations; 
Stainless steels; 
Stress analysis; 
Resonance 


Doc. IS/IIW-800-84 (ex doc. [X-1319-84) Class B 


The welding of austenistic stainless steels and nickel base alloys for seawater 
applications 


This document is concerned with the resistance to seawater corrosion of 
austenistic Cr Ni stainless steels with high Mo contents and more particularly 
with the behaviour of welded assemblies. 


Various recommendations concerning the optimal chemical composition of 
base and filler metals, the welding operation and heat treatment are given. 


Keywords 

Austenistic stainless steels; 
GTA welding; 

MMA welding; 

Submerged arc welding; 
Heat exchangers; 
Seawater corrosion 
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Doc. IIS/ITW-804-84 (ex doc. XIII-115 2a-83) Classe B 


Fissuration par fatigue de lames directrices montées dans un coude de 
canalisation 


Analyse de plusieurs cas de ruine par fatigue intéressant les lames directrices 
installées dans les coudes de canalisations de centrales électriques, en acier 
inoxydable austénitique. Analyse sur modéle de l’amplitude et de la fréquence 
des contraintes dues au phénoméne de résonance. 
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Coude de tuyau; 
Tuyauterie ; 

Centrale électrique; 
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Doc. IIS/IIW-800-84 (ex doc. IX-1319-84) Classe B 


Le soudage des aciers austénitiques au Cr Ni 4 haute teneur en Mo destinés aux 
applications marines 


Ce document est consacré 4 la résistance 4 la corrosion par l’eau de mer des 
aciers inoxydables austénitiques au Cr Ni a haute teneur en Mo et plus 
particuliérement au comportement des assemblages soudés. 


Diverses recommandations sont formulées en ce qui concerne la composition 
chimique optimale du métal de base et du métal d’apport, les modes opératoires 
de soudage et les traitements thermiques. 
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Soudage TIG; 
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Soudage sous flux; 
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